Limiting and Recommended V Speeds
V1
Takeoff decision speed

V2
Takeoff safety speed

V2MIN
Minimum takeoff safety speed

VA
Design maneuvering speed

VB
Design speed for maximum gust intensity

VC
Design cruising speed

VD
Design diving speed

VDF
Demonstrated diving speed

VFC
Maximum speed for stability characteristics

VFE
Maximum flap-extended speed

VH
Maximum speed in level flight with maximum continuous power
VLE
Maximum landing-gear-extended speed

VLO
Maximum landing-gear-operating speed

VLOF
Liftoff speed
VMCA
Minimum control speed with critical engine inoperative out off ground effect

VMCG
Minimum control speed with critical engine inoperative during takeoff roll

VMO
Maximum operating-limit speed

MMO
Maximum operating much number

VMU
Maximum unstuck speed
VNE
Never-exceed speed

VNO
Maximum structural cruising speed

VR
Rotation speed

VREF
Reference speed for final approach
VS
Stall speed or minimum steady flight speed at which the airplane is controllable

VS1
Stall speed or minimum steady flight speed obtained in a specific configuration

VSO
Stall speed in the landing configuration

VSSE
Minimum safe single-engine speed

Vx
Best angle-of-climb speed

VXSE
Best single-engine angle-of-climb speed
Vy
Best rate-of-climb speed

VYSE
Best single-engine rate-of-climb speed

